
 
PLAN COMMISSION  

STAFF REPORT 

1005 Ridge Road ● Munster, IN 46321 ● (219) 836-8810 ● Police/Fire Emergencies 911 

Police Non-Emergency (219) 836-6600 ● Fire Non-Emergency (219) 836-6960 

www.munster.org 

 
 

 
To: Members of the Plan Commission 

 
From: Tom Vander Woude, Planning Director   
 
Meeting Date:  September 14, 2021  
 
Agenda Item:   PC Docket No. 21-009 
  PC Docket No. 21-010 
  PC Docket No. 21-011 
 
Application:   PC 21-009 Subdivision – Preliminary Plat 
  PC 21-010 Development Plan Approval 
  PC 21-011 Subdivision – Final Plat 
 
Hearing:   PUBLIC HEARING 
 
Summary:  Parth Patel requesting approval of a 1 lot subdivision and a development plan to 

construct a 3-unit commercial building including a Smoothie King at 8130-8138 
Calumet Avenue. 

 
Applicant:   Parth Patel 
 
Property Address:  8130-8138 Calumet Avenue 
 
Current Zoning:  CD-4.A General Urban Character District 
 
Adjacent Zoning:  North: CD-4.A 
 South: CN Railroad 
 East: CD-4.A 
 West: CD-3.R2 
 
Action Requested:   Approval of Preliminary Plat, Final Plat, and Development Plan 
 
Additional Actions Required:  Findings of Fact 
 
Staff Recommendation:  Approval with conditions 
 
Attachments:    

1. Smoothie King, Munster, IN Site Plan set prepared by Landmark Engineering LLC dated 
07.23.2021 
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2. Smoothie King Retail Building Site Plan and Elevations prepared by Domenella presentation set 
prepared Domenella Architects, Ltd. dated 08.30.2021 

3. Sign renderings prepared by Atlantic Sign Company dated 09.02.2021 
4. Photometric plan prepared by PG Enlighten dated 07.23.2021 
5. Light fixture specification sheets 
6. Light pole specification sheets 
7. 8130-8138 Calumet Avenue Consolidation plat of subdivision prepared by Landmark Engineering 

LLC dated 07.19.2021 

 
BACKGROUND 

 
Figure 1 Subject property outlined in red 

Parth Patel is seeking has presented plans to redevelop the property at 8130 and 8138 Calumet Avenue 
with a 3,630 square foot, 3-unit commercial building including a Smoothie King in the south tenant space 
and a parking lot with 27 stalls. The two parcels currently each contain a vacant commercial building.  
Mr. Patel is seeking to demolish the buildings and reconstruct the entire site.  
 
To construct the proposed commercial building, the applicant is requesting two actions: 

1. A subdivision consolidating the two lots into a single lot 
2. Approval of a development plan for the proposed commercial building 
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Both actions require a public hearing. Because the only public improvements are installation of street 
trees, upon approval of the preliminary plat, the final plat can be approved without a public hearing. Site, 
engineering, landscaping, and architectural plans have been provided with the application.  
Analysis 
 
The Munster 2010 Comprehensive Plan contains the following relevant recommendations for the 
Calumet corridor. 
 
RECOMMENDATION: Consolidate curb cuts as much as possible for all sites along the road and provide 
shared access points for adjacent properties.   
 
PROPOSAL: The proposed project includes a full access drive which is shared with the parcel to the 
south; a ten foot alley at the rear of the property will be left clear for cross-access.  
 
RECOMMENDATION: Encourage existing developments and require new development proposals to 
provide cross access easements.  
 
PROPOSAL: The proposed project includes a full access drive which is shared with the parcel to the 
south; a ten foot alley at the rear of the property will be left clear for cross-access. 
 
RECOMMENDATION: New buildings should be placed along the street with parking to the rear or the 
side. Parking, access drives or drive-through areas should not be allowed between the building the and 
the street. 
 
PROPOSAL: The parking is located to the side and rear of the building 
 
Staff has reviewed the relevant zoning and subdivision standards and finds that proposed site plan 
meets the standards for setbacks, landscaping, architecture and building materials, as well as parking, 
provided that the variance request is approved, or the uses are limited to a single restaurant.  
 
Staff notes that proposed signs have been included in this package, but signs are approved 
administratively by the Community Development Department upon submittal of a separate sign permit.   
 
Staff notes the following items that need to be corrected:  

• A 3’-3.5’ high ornamental fence must be installed coplanar to the façade of the building to 
screen the parking lot to the south of the building. 

• The proposed parkway trees must be changed to a smaller type suitable for planting beneath 
overhead wires.  

 
MOTION 
 
The Plan Commission may wish to consider the following motions:   
 
Upon the conditions that  

1. A 3’-3.5’ high ornamental fence must be installed coplanar to the façade of the building to 
screen the parking lot to the south of the building. 
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And,  
2. The proposed parkway trees must be changed to a smaller type suitable for planting beneath 

overhead wires.  
 
Motion to approve PC Docket 21-009, approving the preliminary plat for a one lot subdivision consolidating 
8130-8138 Calumet Avenue. 
 
Motion to approve PC Docket 21-010, approving a development plan for a commercial building at 8130-
8138 Calumet Avenue. 
 
Motion to approve PC Docket 21-011, approving a final plat for a one lot subdivision consolidating 8130-
8138 Calumet Avenue. 
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PG-Enlighten is neither licensed nor insured to determine code compliance. Code compliance review by others.

Parking Lot Design Guide
Basic

(for typical conditions)

Basic Enhanced Security
(in consideration of personal

security or vandalism)

Security
(security lighting for public

spaces)

High Security
(security lighting for public

spaces)

lux/fc lux/fc lux/fc lux/fc

Minimum Horizontal Illuminance (Measured on parking surface
without any shadowing from any object) 2.0/0.2 5.0/0.5 10.0/1.0 30.0-60.0/3.0-6.0

Uniformity Ratio
Maximum - to - Minimum

20:1 15:1 15:1
*4:1
*Avg-Min

Minimum Vertical Illuminance (for facial recognition measured at
5' above the parking surface at the point of lowest horizontal
illuminance)

1.0/0.1 2.5/0.25 5.0-8.0/0.5-0.8 12-60/1.2-6.0

Recommendations based on RP-33-99, RP-20-98, 9th Edition IESNA Lighting Handbook
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Luminaire Schedule- Part numbers are provided by the manufacturer and are only intended to be used as a reference to output and optics used.
Symbol Qty Tag Arrangement Lum. Watts Arr. Watts Lum. Lumens Arr. Lum. Lumens LLF

Luminaire Location Summary
LumNo Tag (Qty) Label Mtg Ht 

Manufacturer

Orient

Description

Tilt
1 S-3 (1) SRS2-72L-260-3K7-3-BC-CP 10 0 0
2 S-3 (1) SRS2-72L-260-3K7-3-BC-CP

Calculation Summary

10

Label

0 0
3 S-3 (1) SRS2-72L-260-3K7-3-BC-CP 10 0

CalcType Units Avg Max Min Avg/Min Max/Min Description
PARKING LOT_Planar Illuminance Fc

0

2.08

4 S-4 (1) SRS2-72L-260-3K7-4W-BC-CP 10 180

6.5 0.2 10.40 32.50 READINGS @ GRADE
PROPERTY LINE- WEST Illuminance

0
5 S-5 (1) SRS2-72L-260-3K7-5W-CP 10

Fc

180 0
6 W (1) RDI2-D-20-3K7-FT 13 180 0
7 W (1) RDI2-D-20-3K7-FT 13 180 0

0.28

8 W (1) RDI2-D-20-3K7-FT 13 180 0

0.5 0.1 2.80 5.00 READINGS @ GRADE

3 S-3 SINGLE 58.31 58.31 2908 2908 0.900 KIM LIGHTING SRS2-72L-260-3K7-3-BC-CP
1 S-4 SINGLE 58.31 58.31 3055 3055 0.900 KIM LIGHTING SRS2-72L-260-3K7-4W-BC-CP
2 S-5 SINGLE 58.31 58.31 5826 5826 0.900 KIM LIGHTING SRS2-72L-260-3K7-5W-CP
3 W SINGLE 21 21 3067 3067 0.850 HUBBELL OUTDOOR RDI2-D-20-3K7-FT-X-X

9 S-5 (1) SRS2-72L-260-3K7-5W-CP 10 180 0

PROPERTY LINES- N,E,S Illuminance Fc 0.63 2.2 0.0 N.A. N.A. READINGS @ GRADE
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EXISTING 10' DRIVEWAY EASEMENT METAL POLE
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'
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.
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125.00'

1
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.
0
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'

125.00'

BUILDING
#8140-42

.
0.4

S-3
2

.5

MH: 10

MH: 10

.5

3
S-3

MH: 10

.5

.5

5
S-5

MH: 13
W.5
6

W
MH: 13

7

.5

MH: 13
W.5
8

MH: 10

.5

4
S-4

S-5
MH: 10

.5

.5

9

.5

S-3
1

MH: 10

0.1 1.2 1.3 0.4 1.3 2.2 0.0 2.0 1.3 0.4 0.1 0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.0

0.2

0.4

0.2

0.10.91.31.00.91.41.61.51.10.40.61.20.1

0.1

0.3

0.5

0.3

0.2

0.2

0.5

0.4

0.2

0.2

0.4

0.3

0.1
1.5 1.0 0.4 1.1 1.8 2.0 1.7 1.2 1.1 1.8 1.9 0.2

2.9 1.6 0.7 1.6 2.6 3.0 2.6 1.6 1.3 2.4 2.4 0.4

4.5 2.0 0.8 1.7 3.1 3.4 2.8 1.7 1.3 2.4 2.4

3.1 1.9 0.7 1.7 3.9 4.9 2.4 1.3 1.2 1.9 2.0

2.9 1.9 0.5 1.2 4.0 5.4

3.2 1.9 0.5 0.8 2.2 3.0

4.5 2.0 0.5 0.8 2.6 3.4

3.0 1.8 0.4 0.8 3.2 4.3

2.4 1.7 0.4 0.7 2.0 2.9

3.1 1.9 0.5 0.9 3.1 4.4

4.0 1.9 0.5 1.2 4.3 6.5

3.0 1.6 0.4 1.0 2.9 4.6

2.1 1.3 0.3 0.6 1.7 1.3
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FEATURES
• TiR Optics

• Patented low profile luminaire

• Available in 580nm, 3000K, 4000K and 5000K standard CCT

• Type 1, 2, 3, 4W, 5QM, 5W distributions

• 0 - 10V dimming drivers standard

• IP66 optic assembly
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SRSP2
DECORATIVE AND POST TOP

DATE: LOCATION:

TYPE: PROJECT:

CATALOG #:

 Intent  KFL  LTV8

RELATED PRODUCTS

KEY DATA

Lumen Range 3155–15616

Wattage Range 58.31–135.6

Efficacy Range (LPW) 49.9–124.8

Reported Life (Hours) L70/60,000

Weight 45 lbs / 20.41 kg

EPS Front View / Side View 1.5

CONSTRUCTION
•   One piece non die-cast housing, low copper 

(<0.6% Cu) Aluminum Alloy with integral 
cooling ribs over the optical chamber and 
electrical compartment

•   All hardware is stainless steel or electro-zinc 
plated steel

•  Finish: fade and abrasion resistant, 
electrostatically applied, thermally cured, 
triglycidal isocyanurate (TGIC) polyester 
powdercoat 

• One-piece die-cast, low copper (<0 6% Cu) 
aluminum alloy lens frame.

• Silicone gaskets seal the compartments at 
the barrier surface.

INSTALLATION
• Fixtures must be grounded in accordance  

with national, state and/or local electrical 
codes. Failure to do so may result in serious  
personal injury

OPTICS 
• Optical cartridge system consisting of a 

die cast heat sink, LED engine, TIR optics, 
gasket and bezel plate

• Cartridge is easily disassembled to replace 
components. Optics are held in place 
without the use of adhesives

• Molded silicone gasket ensures a 
weatherproof seal around each  
individual LED

CONTROLS 
• Optional PC 7 Pin Receptacle 7-pin 

construction allows for a user-defined 
interface and provides a controlled definition 
of operational performance. ANSI twist-lock 
control module by-others

• Button Photocell

• Consult factory for additional sensors.

CERTIFICATIONS AND LISTINGS
• Listed to UL1598 and CSA C22.2#250.0-24 

for wet locations

• RoHS compliant

WARRANTY
• 5 year warranty

•  See HLI Standard Warranty for  
additional information

SPECIFICATIONS

OPTICS (CONTINUED) 
• Features revolutionary individual LED optical 

control based on high performance TIR 
optical designs 

• Clear Acrylic lens is standard

• Optional BackLight Control for complete 
control of unwanted backlight

• IP66 Optical assembly

• Type 1, 2, 3, 4W, 5QM, and 5W standard 
distributions. Custom available

• Amber, 3000K, 4000K, 5000K standard 
CCT. Custom available

• Die-cast, low copper aluminum heat sink 
modules provide thermal transfer at PCB level

• Anodized aluminum heat sink modules

ELECTRICAL 
• Dimming range from 10% to 100% through 

the use of standard 0-10V interface on the 
programmable driver

• Modular wiring harness in the service area 
provides user access to the dimming circuitry

• Optional factory programmed dimming profile

• Surge protection: 10kV surge suppression

• SF for 120, 277, 347 Line volts 
DF for 208, 240, 480 Line volts

• Wiring: 14GA wires rated 150°C

https://www.hubbell.com/kimlighting/en/
https://www.hubbell.com/hubbelllightingci/en/
https://www.hubbell.com/kimlighting/en/Products/Lighting-Controls/Commercial-Outdoor-Lighting/Decorative-Post-Top/Solitaire/p/248468
https://www.hubbell.com/kimlighting/en/Products/Lighting-Controls/Commercial-Outdoor-Lighting/Flood-Lighting/Kim-Architectural-Flood-Family/p/3245578
https://www.hubbell.com/kimlighting/en/Products/Lighting-Controls/Commercial-Outdoor-Lighting/Ceiling-Canopy-Garage/PGL8-Family-Page/p/3923362
https://www.hubbell.com/kimlighting/en/Products/Lighting-Controls/Commercial-Outdoor-Lighting/In-Grade/Lightvault-8-RGBW-Flat-Frame/p/248534
http://www.hubbell.com/kimlighting/en/Products/Lighting-Controls/Commercial-Outdoor-Lighting/Flood-Lighting/Kim-Architectural-Flood-Family/p/3245578
https://hubbellcdn.com/warranty/Hubbell%20Lighting%20Indoor%20Limited%20Warranty%20-%2030%20Jan%202015.pdf
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ORDERING GUIDE

Solitaire

Housing Mounting Engine CCT/CRI Distribution Lens

SRSP2 Solitaire 2.0 PT Post Top
FM Flush Mount, for use with 

pole diameters from 3.375" 
through 5"

72L-260 72L - 260mA-6000lm
72L-400 72L - 400mA-9000lm
72L-600 72L - 600mA-14000lm

AM Amber-595nm Peak 1

3K7 3000K, 70 CRI
4K7 4000K, 70 CRI
5K7 5000K, 70 CRI

1 Type I
2 Type II
3 Type III
4W Type IV Wide
5QM Type V Square Medium
5W Type V Wide (Round)

CP Clear Lexan
WA White Acrylic 2

Voltage Fixture Finish Option Pole Height

UNV 120-277V
347 347V
480 480V

7PR 7-pin Receptacle
BC Backlight Control
PC Button Photocell
SF Single Fuse for 120, 

277, 347 Line volts
DF Double Fuse for 208, 

240, 480 Line volts

8 8'

10 10'

12 12'

14 14'

16 16'

20 20'

Example: SRSP2-72L-600-3K7-3-CP-UNV-BL-PC- 16
CATALOG #

DATE: LOCATION:

TYPE: PROJECT:

CATALOG #:

Notes:
1 Turtle friendly
2 Only available with Type 3 and Type 5 Distributions
3 Consult factory for custom color, marine and corrosive finish options

BLS Black Gloss 
Smooth

BLT Black Matte 
Textured

DBS Dark Bronze 
Gloss 
Smooth

DBT Dark Bronze 
Matte 
Textured

GTT Graphite 
Matte 
Textured

LGS Light Grey 
Gloss 
Smooth

LGT Light Grey 
Matte 
Textured

PSS Platinum 
Silver Gloss 
Smooth

VGT Verde 
Green Matte 
Textured

WHS  White Gloss 
Smooth

WHT White Matte 
Textured

Color Option

CC 3 Custom 
Color

https://www.hubbell.com/kimlighting/en/Products/Lighting-Controls/Commercial-Outdoor-Lighting/Decorative-Post-Top/Solitaire/p/248468
https://www.hubbell.com/kimlighting/en/
https://www.hubbell.com/hubbelllightingci/en/
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PRODUCT EXCEPTIONS & DETAILS (CONTINUED)

7PR
• Fully gasketed and wired 7-pin receptacle 

option. Easy access location above the 
electrical compartment. 7-pin construction 
allows for a user-defined interface and 
provides a controlled definition of operational 
performance. ANSI twist-lock control module 
by-others.

• Standard customer operation modes: 
1.  Traditional on/off photoelectric control. 
2.  5-pin wireless photoelectric control 
 for added dimming feature. 
3.  7-pin wireless photoelectric control for  
 dimming and additional I/O connections for  
 customer use. 

DIMMING: 
• Dimming range from 100% to 10% through the 

use of the standard 0-10V interface on the 
programmable driver.

• Modular wiring harness in the service area 
provides user access to the dimming circuitry.

• Dimming circuitry compatible with 0-10V,  
user-defined control devices.

• Optional factory programmed dimming profile. 

ASTRODIM
• AstroDIM provides multi-stage night-time power 

reduction based on an internal timer referenced 
to the power on/off time. There is no need 
for an external control infrastructure. The unit 
automatically performs a dimming profile based 
on the predefined scheduled reference to the 
midpoint, which is calculated based on the 
power on/off times. Please contact factory for 
feasibility.

OPTIONAL FUSING:
• SF for 120, 277, and 347 Line volts

• DF for 208, 240, and 480 Line volts

•  High temperature fuse holders factory installed 
inside the fixture housing. 

• Fuse is included.

CAUTION: 
•  Fixtures must be grounded in accordance  

with national, state and/or local electrical  
codes. Failure to do so may result in serious 
personal injury.

CONTROLS

DATE: LOCATION:

TYPE: PROJECT:

CATALOG #:

7-pin receptacle

https://www.hubbell.com/kimlighting/en/Products/Lighting-Controls/Commercial-Outdoor-Lighting/Decorative-Post-Top/Solitaire/p/248468
https://www.hubbell.com/kimlighting/en/
https://www.hubbell.com/hubbelllightingci/en/
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DELIVERED LUMENS

LED
# 

Nominal
Lumen 

Package
Drive 

Current Distribution

3000K 70CRI 4000K 70CRI 5000K 70CRI

Lumen
BUG Rating

Im/w Lumen
BUG Rating

Im/w Lumen
BUG Rating

Im/w
B U G B U G B U G

72L

6,000 260

FR 6313 1 3 1 108.3 6487 1 3 1 111.2 7271 1 3 1 124.7
FR-BC 3851 0 3 1 66.0 3957 0 3 1 67.9 4436 0 3 1 76.1

2 6089 1 3 1 104.4 6256 1 3 1 107.3 7013 1 3 1 120.3
2-BC 3221 0 3 1 55.2 3310 0 3 1 56.8 3710 0 3 1 63.6

3 6206 1 3 2 106.4 6378 1 3 2 109.4 7149 1 3 2 122.6
3-BC 3155 0 3 1 54.1 3242 0 3 1 55.6 3634 0 3 1 62.3
4W 5812 1 3 2 99.7 5972 1 3 2 102.4 6694 1 3 2 114.8

4W-BC 3314 0 3 1 56.8 3405 0 3 1 58.4 3817 0 3 1 65.5
5QM 6148 2 3 1 105.4 6318 2 3 1 108.4 7082 2 3 1 121.5
5W 6320 3 3 1 108.4 6494 3 3 1 111.4 7279 3 3 1 124.8

9,000 400

FR 9284 1 3 2 101.5 9540 1 3 2 104.3 10694 2 4 2 116.9
FR-BC 5664 1 3 1 61.9 5820 1 3 1 63.6 6524 1 3 1 71.3

2 8954 2 3 2 97.9 9201 2 3 2 100.6 10314 2 3 2 112.8
2-BC 4737 0 3 1 51.8 4867 1 3 1 53.2 5456 1 3 1 59.7

3 9128 2 3 2 99.8 9379 2 3 2 102.6 10514 2 3 2 115.0
3-BC 4640 0 3 1 50.7 4768 0 3 1 52.1 5344 1 3 1 58.4
4W 8547 1 3 2 93.5 8783 1 3 2 96.0 9845 2 3 2 107.7

4W-BC 4873 1 3 2 53.3 5008 1 3 2 54.8 5613 1 3 2 61.4
5QM 9042 3 3 1 98.9 9292 3 3 1 101.6 10415 3 3 1 113.9
5W 9294 3 3 2 101.6 9551 3 3 2 104.4 10706 3 3 2 117.1

14,000 600

FR 13541 2 4 2 99.8 13915 2 4 2 102.6 15598 2 4 2 114.8
FR-BC 8261 1 3 2 60.9 8489 1 3 2 62.6 9516 1 3 2 70.3

2 13061 2 3 2 96.3 13421 2 3 2 99.0 15044 2 3 2 110.8
2-BC 6909 1 3 1 50.9 7099 1 3 1 52.3 7958 1 3 1 58.8

3 13314 2 3 2 98.3 13681 2 3 2 100.9 15336 2 3 2 112.4
3-BC 6768 1 3 2 49.9 6954 1 3 2 51.3 7796 1 3 2 57.6
4W 12467 2 3 3 91.9 12811 2 3 3 94.5 14360 2 3 3 105.8

4W-BC 7108 1 3 2 52.4 7304 1 3 2 53.9 8188 1 3 2 60.6
5QM 13189 3 3 2 97.3 13553 3 3 2 99.9 15192 4 3 2 112.0
5W 13557 4 3 2 100.0 13931 4 3 2 102.7 15616 4 3 2 115.1

STANDARD CLEAR ACRYLIC LENS

CRI Lumen Multiplier

CCT 80 CRI 90 CRI

3000K 0.9119 0.7033

4000K 0.8941 N/A

Amber

CCT Multiplier

5000K 1

AM 0.1727

2700K Multiplier

CCT Multiplier

5000K 1

2700K 0.897

DATE: LOCATION:

TYPE: PROJECT:

CATALOG #:

https://www.hubbell.com/kimlighting/en/Products/Lighting-Controls/Commercial-Outdoor-Lighting/Decorative-Post-Top/Solitaire/p/248468
https://www.hubbell.com/kimlighting/en/
https://www.hubbell.com/hubbelllightingci/en/
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DELIVERED LUMENS (CONTINUED)

LED
# 

Nominal
Lumen 

Package
Drive 

Current Distribution

3000K 70CRI 4000K 70CRI 5000K 70CRI

Lumen
BUG Rating

Im/w Lumen
BUG Rating

Im/w Lumen
BUG Rating

Im/w
B U G B U G B U G

72L

6,000 260

FR 5819 1 3 1 99.8 5979 1 3 1 102.5 6703 1 3 1 114.9
FR-BC 3550 0 3 1 60.9 3648 0 3 1 62.6 4089 0 3 1 70.1

2 5612 1 3 1 96.3 5767 1 3 1 98.9 6465 1 3 1 110.9
2-BC 2969 0 3 1 50.9 3051 0 3 1 52.3 3420 0 3 1 58.6

3 5721 1 3 1 98.1 5879 1 3 1 100.8 6590 1 3 2 113.0
3-BC 2908 0 3 1 49.9 2988 0 3 1 51.3 3350 0 3 1 57.4
4W 5357 1 3 2 91.9 5505 1 3 2 94.4 6171 1 3 2 105.8

4W-BC 3055 0 3 1 52.4 3139 0 3 1 53.8 3518 0 3 1 60.3
5QM 5668 2 3 1 97.2 5824 2 3 1 99.9 6528 2 3 1 112.0
5W 5826 3 3 1 99.9 5986 3 3 1 102.7 6710 3 3 1 115.1

9,000 400

FR 8558 1 3 2 93.6 8794 1 3 2 96.2 9857 1 3 2 107.8
FR-BC 5221 0 3 1 57.1 5365 1 3 1 58.7 6014 1 3 1 65.8

2 8254 1 3 1 90.3 8482 1 3 1 92.7 9508 2 3 2 104.0
2-BC 4366 0 3 1 47.7 4487 0 3 1 49.1 5029 1 3 1 55.0

3 8414 2 3 2 92.0 8646 2 3 2 94.5 9692 2 3 2 106.0
3-BC 4277 0 3 1 46.8 4395 0 3 1 48.1 4927 1 3 1 53.9
4W 7879 1 3 2 86.2 8096 1 3 2 88.5 9075 1 3 2 99.2

4W-BC 4492 1 3 1 49.1 4616 1 3 1 50.5 5174 1 3 2 56.6
5QM 8335 3 3 1 91.1 8565 3 3 1 93.7 9601 3 3 1 105.0
5W 8568 3 3 2 93.7 8804 3 3 2 96.3 9869 3 3 2 107.9

14,000 600

FR 12483 2 4 2 92.1 12827 2 4 2 94.6 14378 2 4 2 106.0
FR-BC 7615 1 3 2 56.2 7825 1 3 2 57.7 8772 1 3 2 64.7

2 12040 2 3 2 88.8 12372 2 3 2 91.2 13868 2 3 2 102.3
2-BC 6369 1 3 1 47.0 6544 1 3 1 48.3 7336 1 3 1 54.1

3 12273 2 3 2 90.5 12611 2 3 2 93.0 14136 2 3 2 104.2
3-BC 6239 1 3 2 46.0 6411 1 3 2 47.3 7186 1 3 2 53.0
4W 11492 2 3 2 84.7 11809 2 3 2 87.1 13237 2 3 3 97.6

4W-BC 6553 1 3 2 48.3 6733 1 3 2 49.7 7548 1 3 2 55.7
5QM 12158 3 3 2 89.7 12493 3 3 2 92.1 14004 3 3 2 103.3
5W 12497 4 3 2 92.2 12842 4 3 2 94.7 14395 4 3 2 106.2

LED
# 

Nominal
Lumen 

Package
Drive 

Current Distribution

3000K 70CRI 4000K 70CRI 5000K 70CRI

Lumen
BUG Rating

Im/w Lumen
BUG Rating

Im/w Lumen
BUG Rating

Im/w
B U G B U G B U G

72L

6,000 260 3 4538 1 3 3 77.8 4663 1 3 3 80.0 5227 1 3 3 89.6
5W 4621 2 3 2 79.3 4749 2 3 2 81.4 5323 2 3 3 91.3

9,000 400 3 6674 2 3 3 73.0 6858 2 3 3 75.0 7688 2 3 3 84.1
5W 6796 3 3 3 74.3 6984 3 3 3 76.4 7828 3 4 3 85.6

14,000 600 3 9657 2 4 4 71.2 9924 2 4 4 73.2 11124 2 4 4 82.0
5W 9992 3 4 3 73.7 10268 3 4 3 75.7 11509 3 4 4 84.6

CP (CLEAR POLYCARBONATE) LENS

WA (WHITE ACRYLIC) LENS

DATE: LOCATION:

TYPE: PROJECT:

CATALOG #:

https://www.hubbell.com/kimlighting/en/Products/Lighting-Controls/Commercial-Outdoor-Lighting/Decorative-Post-Top/Solitaire/p/248468
https://www.hubbell.com/kimlighting/en/
https://www.hubbell.com/hubbelllightingci/en/


SRSP2
DECORATIVE AND POST TOP

© 2021 Kim Lighting, a division of Hubbell Lighting, Inc. Specifications subject to change without notice. 
701 Millennium Blvd • Greenville, SC 29607 / Tel 864.678.1000 / Website www.kimlighting.com

Page 6/9 Rev. 03/19/21
SRSP2

DIMENSIONS

15.375"
(391 mm)

5.25"
(133 mm)

26"
(660 mm)

18"
(457 mm)

8"
(203 mm)

8"
(203 mm)

8.125"
(206 mm)

3.5625"
(90 mm)

18.375"
(467 mm)

FRONT VIEW

FLUSH MOUNT
• Slips into a 3.375" Ø - 

5" Ø open top pole or 
tenon with up to .25" 
profile thickness

POST TOP
• Slips on to a 2.375" Ø 

- pole or tenon with 4" 
of engagement
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PHOTOMETRY
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0
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SRS2-72L-600-4K7-2 

SRS2-72L-600-4K7-3 

LUMINAIRE DATA                                                     

LUMINAIRE DATA                                                     

ISOFOOT CANDLE PLOT                         

ISOFOOT CANDLE PLOT                         

4

3

2

1

0

1

2

3

4 3     2     1     0     1     2     3     4

SRS2-72L-600-4K7-1 

LUMINAIRE DATA                                                     ISOFOOT CANDLE PLOT                         

1.0 FC

0.2 FC
0.5 FC

15' Mounting Height

1.0 FC

0.2 FC
0.5 FC

15' Mounting Height

1.0 FC

0.2 FC
0.5 FC

15' Mounting Height

Description 4000K, 70CRI
Delivered Lumens 13915
Watts 135.6
Efficacy 102.6
IES Type I
BUG Rating B2-U4-G2
Mounting Height 15 ft
Grid Scale 15 ft

ZONAL LUMEN SUMMARY                                               

Zone Lumens % Luminaire
Downward Street Side 10,473 75.3%
Downward House Side 2,428 17.4%
Downward Total 12,901 92.7%
Upward Street Side 441 3.2%
Upward House Side 572 4.1%
Upward Total 1,013 7.3%
Total Flux 13,914 100.0%

Description 4000K, 70CRI
Delivered Lumens 13422
Watts 135.6
Efficacy 99.0
IES Type II
BUG Rating B2-U3-G2
Mounting Height 15 ft
Grid Scale 15 ft

ZONAL LUMEN SUMMARY                                               

Zone Lumens % Luminaire
Downward Street Side 10,073 75.0%
Downward House Side 2,693 20.1%
Downward Total 12,766 95.1%
Upward Street Side 284 2.1%
Upward House Side 372 2.8%
Upward Total 656 4.9%
Total Flux 13,422 100.0%

Description 4000K, 70CRI
Delivered Lumens 13681
Watts 135.23
Efficacy 101.2
IES Type III
BUG Rating B2-U3-G2
Mounting Height 15 ft
Grid Scale 15 ft

ZONAL LUMEN SUMMARY                                               

Zone Lumens % Luminaire
Downward Street Side 10,431 76.2%
Downward House Side 2,621 19.2%
Downward Total 13,052 95.4%
Upward Street Side 282 2.1%
Upward House Side 347 2.5%
Upward Total 629 4.6%
Total Flux 13,681 100.0%
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PHOTOMETRY (CONTINUED)
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SRS2-72L-600-4K7-5Q

SRS2-72L-600-4K7-5W

LUMINAIRE DATA                                                     

LUMINAIRE DATA                                                     

ISOFOOT CANDLE PLOT                         

ISOFOOT CANDLE PLOT                         

4

3

2

1

0

1

2

3

4 3     2     1     0     1     2     3     4

SRS2-72L-600-4K7-4W

LUMINAIRE DATA                                                     ISOFOOT CANDLE PLOT                         

1.0 FC

0.2 FC
0.5 FC

15' Mounting Height

1.0 FC

0.2 FC
0.5 FC

15' Mounting Height

1.0 FC

0.2 FC
0.5 FC

15' Mounting Height

Description 4000K, 70CRI
Delivered Lumens 12810
Watts 135.6
Efficacy 94.5
IES Type IV
BUG Rating B2-U3-G3
Mounting Height 15 ft
Grid Scale 15 ft

ZONAL LUMEN SUMMARY                                               

Zone Lumens % Luminaire
Downward Street Side 10,248 80.0%
Downward House Side 2,063 16.1%
Downward Total 12,311 96.1%
Upward Street Side 223 1.7%
Upward House Side 276 2.2%
Upward Total 499 3.9%
Total Flux 12,810 100.0%

Description 4000K, 70CRI
Delivered Lumens 13554
Watts 135.6
Efficacy 100.0
IES Type VQ
BUG Rating B3-U3-G2
Mounting Height 15 ft
Grid Scale 15 ft

ZONAL LUMEN SUMMARY                                               

Zone Lumens % Luminaire
Downward Street Side 6,506 48.0%
Downward House Side 6,506 48.0%
Downward Total 13,012 96.0%
Upward Street Side 271 2.0%
Upward House Side 271 2.0%
Upward Total 542 4.0%
Total Flux 13,554 100.0%

Description 4000K, 70CRI
Delivered Lumens 13931
Watts 135.6
Efficacy 102.7
IES Type VW
BUG Rating B4-U3-G2
Mounting Height 15 ft
Grid Scale 15 ft

ZONAL LUMEN SUMMARY                                               

Zone Lumens % Luminaire
Downward Street Side 6,716 48.2%
Downward House Side 6,716 48.2%
Downward Total 13,432 96.4%
Upward Street Side 250 1.8%
Upward House Side 250 1.8%
Upward Total 499 3.6%
Total Flux 13,931 100.0%
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ELECTRICAL DATA

LED
# 

System 
Watts Current

Line Voltage Amps AC
Min 

Power 
Factor

Max.
THD 
(%)

Dimming

VAC Hz 120 208 240 277 347 480 Dimming 
Range

Source Current 
Out

Absolute 
Voltage

Min Max Min Max

72L

58.3 260 mA

120-480 50/60

0.49 0.28 0.24 0.21 0.17 0.12

>0.9 20 10% to 100% 0mA 1mA 0V 10V91.45 400 mA 0.76 0.44 0.38 0.33 0.26 0.19
135.6 600 mA 1.13 0.65 0.57 0.49 0.39 0.28

TM-21 Lifetime Calculation - Projected Lumen Maintenance (25°C / 77°C)

HOURS 0 25,000 36,000 50,000 100,000 Reported 
L70

Projected 
Lumen 

Maintenance 
100% 92.5% 90.4% 87.7% 78.9% >60000

0%

20%

40%

60%

80%

100%

380 430 480 530 580 630 680 730 780

Re
la

tiv
e 

Po
w

er

Wavelength (nm)

Reference Source Test Source

SPECTRAL POWER DISTRIBUTION COMPARISONSPECTRAL POWER DISTRIBUTION COMPARISON

TM-30 DATA
COLOR VECTOR GRAPHIC SPECTRAL POWER DISTRIBUTION COMPARISONTEST SOURCE

Reference Illuminant                Test Source

Rf 68
Rg 99
CCT(K) 3947
DUV 0.0004
x 0.3831
y 0.3793
CIE Ra 72

Wavelength (nm)

Re
la

tiv
e 

Po
w

er
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SPECIFICATIONS

CERTIFICATIONS/LISTINGS

DIMENSIONS

PRODUCT IMAGE(S)

Catalog  
Number

G.W(kg)/
CTN

Carton Dimensions

Length  
Inch (cm)

Width  
Inch (cm)

Height  
Inch (cm)

RDI2 18 (8.2) 20.5 (52) 9.5 (24) 12 (30)

TRP2 16 (7.3) 18.5 (47) 9.5 (24) 11.5 (29)

SHIPPING INFORMATION

ORDERING INFORMATION ORDERING EXAMPLE: TRP2-D-30-3K7-FT-UNV-UG-GT-PC

Applications:
Medium sized architectural wallpacks in two 
stylish shapes accentuate building architecture 
and provide excellent illumination and uniformity
Construction:
• Die-cast aluminum housing and door
• Seven powder coat standard finishes, plus 

custom color options
LED/Optics:
•  Precision crafted optics and reflectors 

provide up to 150 LPW and zero pixelation 
over the lens for maximum visual comfort 

• Wide Throw and Forward Throw distributions 
available

• 3000K  - 70 CRI, 4000K - 70 CRI, and 5000K - 
70 CRI, CCT nominal

Electrical:
• Optional Dual Drivers & Dual Power Feeds 

for 50 and 70 watt versions
• 120-277, 347 and 480 voltage, 50/60Hz
• Power factor > 90%
• THD (Total Harmonic Distortion) <20%
• Ambient operating temperature -40°C to 40°C
Installation/Mounting:
• Quick-mount adapter with gasket seal pro-

vides easy installation to wall or to recessed 
junction box (4” square junction box). Fixture 
attaches by two Allen-head hidden fasteners 
for tamper resistance.

• Black box accessory available for surface 
conduit application

Options/Controls:  
•  Drivers are 0-10V dimming standard
•  Universal button photocontrol for dusk to 

dawn energy savings
•  Occupancy sensor options available for 

complete on/off and dimming control 
Secondary Distribution:
• Optional secondary distributions provide 

approximately 5% uplight for lighting building 
facades and/or providing direct/indirect 
lighting for under canopy applications

• Available in three distribution including Wall 
Graze, Spot/Column and Canopy

Listings:
• IP65 rated housing 
•  DesignLights Consortium® (DLC) qualified. 

Please refer to the DLC website for specific 
product qualifications at www.designlights.org

• Zero uplight (U0), dark sky, neighbor friendly 
(excludes uplight versions)

• Drivers IP66 and RoHS compliant
Warranty:
For more information visit: 
http://www.hubbelloutdoor.com/resources
warranty/

*3000K and warmer CCTs only

GEOPAK SERIES 
SIZE 2 LED  
Architectural Wallpack
TRP2/RDI2 Low Glare

Cat.#

Approvals

Job Type

TRP2/RDI2/QSP2 LG-SPEC 
OCTObER 1, 2018 1:48 PM
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or its contents, without the specific written authorization of Hubbell
Lighting, may violate the intellectual property rights of Hubbell Lighting.
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RDI2
Weight: 

16 lbs (7.3 kg)

TRP2
Weight: 

16 lbs (7.3 kg)

7.00"
7.25"

9.65"

9.65"

18.05"

16.68"

Radius
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FINISH

BL Black Textured

DB Dark Bronze 
Textured

GT Graphite Textured

GYS Light Gray Smooth

PS Platinum Silver 
Smooth

WH White Textured

CC Custom Color

FAMILY

TRP2 Trapezoid

RDI2 Radius

 DISTRIBUTION

FT Forward Throw 
Diffused

WT Wide Throw 
Diffused 

 CCT

3K7 3000K, 70CRI

4K7 4000K, 70CRI

5K7 5000K, 70CRI

CONTROL OPTIONS

    PC Button Photocontrol

SCP4,5 Programmable occupancy 
sensor, factory default is 
10% light output

SC04 Sensor Control, On/Off

 SPEC SCP/SCO  MOUNT HEIGHT

    -8F Up to 8ft mount height

-20F Up to 20ft mount height

LEDS - WATTAGE

D-20 20w Low Glare Diffuse

D-30 30w Low Glare Diffuse

D-50 50w Low Glare Diffuse

D-70 70w Low Glare Diffuse

SECONDARY DISTRIBUTION

BLANK Downlight Only

UG2 Uplight Wall Graze

UC2  Uplight Canopy

US2  Uplight Spot/Column

OPTIONS

SF3 Single Fuse & 
Fuse Holder

DF3 Double Fuse & 
Fuse Holder

2DR6 Dual Drivers

2PF6 Dual Power Feeds

VOLTAGE

UNV 120-277V

120 120V

208 208V

240 240V

277 277V

UHV1 347/480V

3471 347V

4801 480V

1 70 watt version only, not available with PC, SCP or SCO sensors
2 Not available with SF, DF, 2DR or 2PF electrical options
3 Must specify voltage
4 PCU option not applicable, included in sensor
5 Must order minimum of one remote control to program dimming settings, 0-10V fully
 adjustable dimming with automatic daylight calibration and different time delay settings
6 Not available with 20w, 30w or uplight versions

http://www.designlights.org


LUMINAIRE AMBIENT TEMPERATURE FACTOR (LATF)

5K
(5000K nominal, 70 CRI)

4K
(4000K nominal, 70 CRI)

3K
(3000K nominal, 70 CRI)

SECONDARY 
DISTRIBUTION

 NOMINAL 
WATTS

SYSTEM 
WATTS

MAIN DISTR. 
TYPE LUMENS LPW B U G LUMENS LPW B U G LUMENS LPW B U G

None

D-20 21.0 FT 3,082 147 1 0 1 3,067 146 1 0 1 2,883 137 1 0 1
WT 3,195 152 1 0 0 3,179 151 1 0 0 2,988 142 1 0 0

D-30 33.4 FT 4,995 150 1 0 1 4,970 149 1 0 1 4,672 140 1 0 1
WT 5,178 155 1 0 1 5,152 154 1 0 1 4,843 145 1 0 1

D-50 48.7 FT 7,094 146 1 0 1 7,058 145 1 0 1 6,635 136 1 0 1
WT 7,353 151 1 0 1 7,316 150 1 0 1 6,877 141 1 0 1

D-70 61.8 FT 8,669 140 1 0 1 8,626 140 1 0 1 8,108 131 1 0 1
WT 8,986 145 1 0 1 8,941 145 1 0 1 8,405 136 1 0 1

UC              
(Canopy)

D-20 22.3 FT 2,991 134 1 3 1 2,976 133 1 3 1 2,798 125 1 3 1
WT 3,325 149 1 3 0 3,309 148 1 3 0 3,110 139 1 3 0

D-30 35.5 FT 4,847 137 1 3 1 4,823 136 1 3 1 4,534 128 1 3 1
WT 5,389 152 1 3 1 5,362 151 1 3 1 5,040 142 1 3 1

D-50 51.7 FT 6,884 133 1 3 1 6,850 132 1 3 1 6,439 125 1 3 1
WT 7,653 148 1 3 1 7,615 147 1 3 1 7,158 138 1 3 1

D-70 65.7 FT 8,413 128 1 3 1 8,371 127 1 3 1 7,869 120 1 3 1
WT 9,353 142 1 3 1 9,306 142 1 3 1 8,748 133 1 3 1

UG                    
(Wall Graze)

D-20 22.3 FT 2,966 133 1 3 1 2,952 132 1 3 1 2,774 124 1 3 1
WT 3,302 148 1 3 0 3,286 147 1 3 0 3,089 139 1 3 0

D-30 35.5 FT 4,808 135 1 3 1 4,784 135 1 3 1 4,497 127 1 3 1
WT 5,352 151 1 3 1 5,325 150 1 3 1 5,006 141 1 3 1

D-50 51.7 FT 6,827 132 1 3 1 6,793 131 1 3 1 6,386 124 1 3 1
WT 7,600 147 1 3 1 7,562 146 1 3 1 7,109 137 1 3 1

D-70 65.7 FT 8,344 127 1 3 1 8,302 126 1 3 1 7,804 119 1 3 1
WT 9,288 141 1 3 1 9,242 141 1 3 1 8,687 132 1 3 1

US (Spot/
Column)

D-20 22.3 FT 3,156 142 1 3 1 3,140 141 1 3 1 2,952 132 1 3 1
WT 3,316 149 1 3 0 3,300 148 1 3 0 3,102 139 1 3 0

D-30 35.5 FT 5,114 144 1 3 1 5,089 143 1 3 1 4,784 135 1 3 1
WT 5,375 151 1 3 1 5,348 151 1 3 1 5,027 142 1 3 1

D-50 51.7 FT 7,263 140 1 3 1 7,227 140 1 3 1 6,793 131 1 3 1
WT 7,633 148 1 3 1 7,595 147 1 3 1 7,140 138 1 3 1

D-70 65.7 FT 8,876 135 1 3 1 8,832 134 1 3 1 8,302 126 1 3 1
WT 9,328 142 1 3 1 9,282 141 1 3 1 8,725 133 1 3 1

ACCESSORIES - Order separately

Hubbell Outdoor Lighting • 701 Millennium Boulevard • Greenville, SC 29607 • Phone: 864-678-1000
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Catalog Number Description
 SCP-REMOTE*  Remote control for SCP option. Order at least one per project to program and control dimming settings
 BB-GEO-XX  Black box with 4 - 1/2" threaded conduit holes, specify finish by replacing "XX" with finish selection, eg. Dark Bronze "DB"
*     Must order minimum of one remote control to program dimming settings, 0-10V fully   
  adjustable dimming with automatic daylight calibration and different time delay settings.
**   When ordering with SiteSync, one of the following interface options must be chosen an   
  ordered separately. Each option contains the SiteSync License, GUI and Bridge Node. 
+    If needed, an additional Bridge Node can be ordered. 

# OF LEDS VERSION INPUT VOLTAGE (V) CURRENT (Amps) SYSTEM POWER (w)

180

Downlight 
Only

120 0.18 21
277 0.08 21
120 0.28 33
277 0.12 33
120 0.41 49
277 0.18 49
120 0.52 62
277 0.22 62
347 0.18 62
480 0.13 62

With Uplight

120 0.18 22
277 0.08 22
120 0.29 35
277 0.13 35
120 0.43 52
277 0.19 52
120 0.55 66
277 0.24 66
347 0.19 66
480 0.14 66

INPUT POWER CONSUMPTION 

PERFORMANCE DATA - LOW GLARE 

BB-GEO-XX

BB-GEO-XX – Mounted to luminaire 4 – 1/2” conduit entriesFixture gasket Wall gasket

2” 
5mm

4.125” 
10.4 mm 

To Wall
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PHOTOMETRICS

Mounting Height 15ft

FORWARD THROW WIDE THROW

15'

0'

30'

15'

45'
0' 15'15' 30'30'45'

  

2fc

1fc

.5fc

30'

45'
0'30' 15' 15'

15'

0'

45'

15'

30'

15'

0'

30'

15'

45'
0' 15'15' 30'30'45'

2fc

1fc
.5fc

30'

45'
0'30' 15' 15'

15'

0'

45'

15'

30'

UPLIGHT GRAZE UPLIGHT SPOT/COLUMN

CONTROL OPTIONS

Programmable occupancy sensor offers greater control and 
energy savings with adjustable delay and dimming levels 
(Factory default is 10%).

UPLIGHTLOW - GLARE

Optional uplight distributions provide accent 
lighting for columns, canopies or building 
facades

The wall graze also creates a 50/50 appear-
ance on the wall while still providing general 
illumination on the ground

Designed for optimal visual comfort and 
maximum performance, the low glare versions 
provide excellent illumination and uniformity 
with zero LED pixelation.  
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APPLICATIONS
• Lighting installations for side and top mounting of luminaires with effective projected area (EPA) not exceeding maximum 

allowable loading of the specified pole in its installed geographic location
CONSTRUCTION
• SHAFT: One-piece straight aluminum with round cross section; Extruded shafts of 6061-T6 aluminum in 1/8”, 3/16”, or 1/4” 

thickness. Base plate of 356 cast aluminum. 
• BOLT COVERS: Four (4) individual bolt covers provided, painted to match pole and base finish. 
• POLE CAP: Pole shaft supplied with removable cover when applicable; Tenon and post-top configurations also available
• HAND HOLE: Rectangular 3x5 aluminum hand hole frame (2.38” x 4.38” opening); Mounting provisions for grounding 

lug located behind gasketed cover
• ANCHOR BOLTS: Four galvanized anchor bolts provided per pole with minimum yield of 55,000 psi (ASTM F1554). 

Galvanized hardware with two washers and two nuts per bolt for leveling
FINISH
• Durable thermoset polyester powder coat paint finish with nominal 3.0 mil thickness
• Powder paint finish coat available in multiple standard colors; Custom colors available; RAL number preferable.

RSA-K SERIES
POLES
ROUND STRAIGHT ALUMINUM 

Overall
Height 8' - 30'

Handhole
18"

Cat.#

Approvals

Job Type

BASE DETAILPOLE CAP TENON

SERIES

RSA-K Round 
Straight 
Aluminum 
Pole 
Hubbell 
Lighting

RSA  K 16 A/B/C  2L DBSK2 VM2

MOUNTING ORIENTATION

MOUNTING

1 Single arm mount

2 Two fixtures at 180˚

2L Two fixtures at 90˚

3T Three fixtures at 90˚

3Y Three at 120˚

4 Four fixtures at 90˚

TA Tenon (2.375” OD)

TB Tenon (2.875” OD)

OT Open top (includes 
pole cap)

HEIGHT

Reference page 2 
Ordering matrix

40

SHAFT

Reference page 2 
Ordering matrix

THICKNESS

Reference 
page 2 
Ordering matrix

OPTIONS

GFI 1 20 Amp GFCI 
Receptacle and 
Cover

EHH1 Extra Handhole

C051 .5” Coupling

C071 .75” Coupling

C201 2” Coupling

VM2 2nd mode 
vibration 
damper

LAB Less Anchor 
Bolts

UL UL Certified

ORDERING EXAMPLE: 

ACCESSORIES- Order Separately 
Catalog Number Description

 VM2SXX  2nd mode vibration damper

CAST BASE
PLATE

LEVELING NUT

FOUNDATION / FOOTING
(BY OTHERS)

BOLT COVERS

ANCHOR
BOLT

PROJECTION

CLAMPING
ALLOWANCE

270˚ 90˚

180˚

0˚ Hand Hole

Bolt Circle

DRILL PATTERN

K1 2 Bolt 5-11/16” 
spacing

K2 2 Bolt 3-1/2” 
spacing

K3 2 Bolt 3” spacing

ORDERING INFORMATION Reference page 2 for available configurations

Notes:
1 Specify option location using logic found on page 

2 (Option Orientation)

2 Consult factory for custom color, marine and 
corrosive finish options

FINISH

BLS Black Gloss Smooth

BLT Black Matte Textured

DBS Dark Bronze Gloss Smooth

DBT Dark Bronze Gloss Textured

GTT Graphite Matte Textured

LGS Light Gray Gloss Smooth

LGT Light Gray Gloss Textured

PSS Platinum Silver Gloss Smooth

VGT Verde Green Matte Textured

WHS White Gloss Smooth

WHT White Matte Textured

Color Optionn
CC 2  Custom Color
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ORDERING INFORMATION Cont.

NOTE Factory supplied template must be used when setting anchor bolts. Hubbell Lighting will deny any claim for incorrect anchorage placement resulting from failure to use factory supplied template and anchor bolts.

For more information about pole vibration and vibration dampers, please consult http://cdn.spauldinglighting.com/content/products/literature/literature_files/Pole_Wind_Induced_Flyer_HLOI0022.pdf

Due to our continued efforts to improve our products, product specifications are subject to change without notice.

Follow the logic below when ordering location specific options. For each 
option, include its orientation (in degrees) and its height (in feet). Example: 
Option C07 should be ordered as: RSA-K-20-40-A-TA-DBS-CO5-0-15 
(.5” coupling on the handhole/arm side of pole, 15 feet up from the pole 
base) 1’ spacing required between option. Consult factory for other con-
figurations.

OPTION ORIENTATION

C05 - C07 - C20 - COUPLING VM2 - VIBRATION DAMPER  
         2ND MODE

EHH - EXTRA 
HANDHOLE

Anchor Base Detail

Bolt Circle

Bolt Slots/Holes

0°-Handhole
Bolt Square

270°
Arm 1 

90° 
Arm 2 

180°

As viewed 
from top 
of pole.

Bolt Circle

Bolt Slots/Holes

0°-Handhole
Bolt Square

270°
Arm 1 

90° 
Arm 2 

180°

As viewed 
from top 
of pole.

Provision for Grounding

Anchor Base Detail

Bolt Circle

Bolt Slots/Holes

0°-Handhole
Bolt Square

270°
Arm 1 

90° 
Arm 2 

180°

As viewed 
from top 
of pole.

Bolt Circle

Bolt Slots/Holes

0°-Handhole
Bolt Square

270°
Arm 1 

90° 
Arm 2 

180°

As viewed 
from top 
of pole.

1/2” - 14 NPSC Threads

3/4” - 14 NPSC Threads

2” -11.5 NPSC Threads

Factory installed, internal damper 
designed to alter pole resonance to 
reduce movement and material fatigue 
caused by 2nd mode vibration.  

VM2SXX - VIBRATION 
DAMPER  2ND MODE
Field installed, internal damper 
designed to alter pole resonance 
to reduce movement and mate-
rial fatigue caused by 2nd mode 
vibration.  

VM2S08 – 8'
VM2S12 – 12'
VM2S16 – 16'
VM2S20 – 20'
VM2S24 – 24'

Overall
Height 10'-30'

18"

TENON

Bolt Circle (Outer)

Bolt Circle (Inner)

Bolt Square (Outer)

Bolt Square (Inner)

Height of option in feet

BASE COVER

270˚ 90˚

180˚

0˚ 
Handhole

VIBRATION DAMPER
2ND MODE

Round aluminum pole

Standard hand 
hole frame

Adapter plate
Gasket

20 AMP GFCI

Wet Locations
In-use Cover

GFI – 20 AMP GFCI
RECEPTACLE & COVER

Catalog Number 
Height Nominal 

Shaft Dimensions
Wall Thick-

ness
Bolt Circle

(suggested)
Bolt Square

(range)
Base Plate Diameter Anchor bolt size Bolt Projection

Pole weight 
(lbs)Feet Meters

RSA-K-10-40-A 10 3.0 4" Round 0.125 6.75" 4.77 9.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 27

RSA-K-12-40-A 12 3.7 4" Round 0.125 6.75" 4.77 9.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 31

RSA-K-14-40-A 14 4.3 4" Round 0.125 6.75" 4.77 9.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 36

RSA-K-16-40-A 16 4.9 4" Round 0.125 6.75" 4.77 9.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 40

RSA-K-18-40-A 18 5.5 4" Round 0.125 6.75" 4.77 9.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 45

RSA-K-20-40-A 20 6.1 4" Round 0.125 6.75" 4.77 9.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 50

RSA-K-10-40-B 10 3.0 4" Round 0.188 6.75" 4.77 9.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 38

RSA-K-12-40-B 12 3.7 4" Round 0.188 6.75" 4.77 9.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 44

RSA-K-14-40-B 14 4.3 4" Round 0.188 6.75" 4.77 9.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 51

RSA-K-16-40-B 16 4.9 4" Round 0.188 6.75" 4.77 9.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 58

RSA-K-18-40-B 18 5.5 4" Round 0.188 6.75" 4.77 9.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 65

RSA-K-20-40-B 20 6.1 4" Round 0.188 6.75" 4.77 9.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 71

RSA-K-12-40-C 12 3.7 4" Round 0.25 6.75" 4.77 9.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 57

RSA-K-14-40-C 14 4.3 4" Round 0.25 6.75" 4.77 9.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 66

RSA-K-16-40-C 16 4.9 4" Round 0.25 6.75" 4.77 9.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 75

RSA-K-18-40-C 18 5.5 4" Round 0.25 6.75" 4.77 9.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 83

RSA-K-20-40-C 20 6.1 4" Round 0.25 6.75" 4.77 9.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 92

RSA-K-12-50-B 12 3.7 5" Round 0.188 7.75" 5.48 10.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 56

RSA-K-14-50-B 14 4.3 5" Round 0.188 7.75" 5.48 10.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 64

RSA-K-16-50-B 16 4.9 5" Round 0.188 7.75" 5.48 10.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 73

RSA-K-18-50-B 18 5.5 5" Round 0.188 7.75" 5.48 10.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 81

RSA-K-20-50-B 20 6.1 5" Round 0.188 7.75" 5.48 10.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 90

RSA-K-25-50-B 25 7.6 5" Round 0.188 7.75" 5.48 10.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 111

RSA-K-16-60-A 16 4.9 6" Round 0.125 8.75" 6.19 11.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 60

RSA-K-18-60-A 18 5.5 6" Round 0.125 8.75" 6.19 11.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 67

RSA-K-20-60-A 20 6.1 6" Round 0.125 8.75" 6.19 11.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 74

RSA-K-25-60-A 25 7.6 6" Round 0.125 8.75" 6.19 11.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 91

RSA-K-18-60-C 18 5.5 6" Round 0.25 8.75" 6.19 11.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 127

RSA-K-20-60-C 20 6.1 6" Round 0.25 8.75" 6.19 11.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 140

RSA-K-25-60-C 25 7.6 6" Round 0.25 8.75" 6.19 11.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 174

RSA-K-30-60-C 30 9.1 6" Round 0.25 8.75" 6.19 11.62" Dia x 1.88" Thk 3/4” x 30” x 3” 2-3/4" 208
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ASCE7-05      WIND MAP         FLORIDA REGION WIND MAP
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• Florida region wind map above 
is based upon 3-second gust 
winds and the 2017 Florida 
Building Code

HAWAII – 105 mph 
PUERTO RICO – 145 mph

NOTES:
• Values are based on 50 year mean recurrence interval 30’ 

above grade.
• Hawaii has an 105 mph wind velocity.
• Puerto Rico has a 125 mph wind velocity.
• Caution must be exercised in determining wind velocities 

in special wind areas such as:
Mountainous Regions
Areas surrounding the Great Lakes or other large bodies 
of water or open land.
Areas subject to extreme wind conditions, such as 
hurricanes, typhoons, cyclones, and tornadoes.
Areas adjacent to airports.
Any specific area with a known or suspected abnormally 
high intermittent wind condition caused by geography, 
adjacent structures, or other specific local conditions 
that may not be recorded in National Weather Service 
records.

• Allowable pole EPA for jobsite wind conditions must be 
equal to or greater than fixture EPA. Responsibility lies with 
the specifier for correct pole selection based on AASHTO 
wind map and job location.

• The Wind Map is intended only as a general guide. Always 
consult local authorities to determine maximum wind 
velocities, gusting and unique wind conditions for each 
specific application.

• CAUTION: Wind speeds and listed EPAs are for ground 
mounted installations. Poles mounted on structures (such 
as bridges and buildings) must consider vibration and 
coefficient of height factors beyond this general guide. 
Consult AASHTO standards.

• Extreme Wind Events: Hurricanes, Typhoons, Cyclones, or 
Tornadoes expose poles to flying debris, wind shear, and 
other unpredictable aerodynamic forces not indicated by 
the wind velocity ratings. 

• Pole Strength Limited Warranty: Standard, unmodified Kim 
lighting Poles installed as recommended, undamaged by 
corrosion, or lack of maintenance, shall withstand steady 
wind conditions as provided on page 2 (Allowable Pole 
EPA). Installation of poles without luminaires, or attachment 
of any unauthorized accessories to poles shall void this 
warranty.

85
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140     
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Special Wind Region
(Consult Local Authorities)

90
Wind Map

United States and Canada

Florida Building Code 2017 EPA Load Rating - 3 second gust wind speeds

Catalog Number 115 120 130 140 150 160 170 180

RSA-K-10-40-A 6.4 5.8 4.7 3.8 3.1 2.5 2.4 2.3

RSA-K-12-40-A 4.6 4.1 3.2 2.4 1.8 1.7 1.6 1.5

RSA-K-14-40-A 3.2 2.8 2.0 1.4 0.9 NR NR NR

RSA-K-16-40-A 2.1 1.7 1.0 0.5 NR NR NR NR

RSA-K-18-40-A 1.1 0.8 NR NR NR NR NR NR

RSA-K-10-40-B 10.1 9.1 7.6 6.3 5.3 4.4 4.2 3.9

RSA-K-12-40-B 7.6 6.9 5.6 4.5 3.7 2.9 2.8 2.7

RSA-K-14-40-B 5.8 5.1 4.0 3.1 2.4 1.8 1.6 1.4

RSA-K-16-40-B 4.3 3.7 2.7 2.0 1.3 0.8 0.5 NR

RSA-K-18-40-B 3.0 2.5 1.7 1.0 NR NR NR NR

RSA-K-20-40-B 1.9 1.5 0.7 NR NR NR NR NR

RSA-K-12-40-C 10.3 9.3 7.7 6.4 5.3 4.4 4.2 4.0

RSA-K-14-40-C 8.0 7.2 5.8 4.7 3.8 3.0 2.8 2.6

RSA-K-16-40-C 6.2 5.5 4.3 3.3 2.5 1.9 1.7 1.5

RSA-K-18-40-C 4.6 4.0 3.0 2.1 1.5 0.9 0.7 0.5

RSA-K-20-40-C 3.3 2.8 1.9 1.2 0.6 NR NR NR

RSA-K-12-50-B 13.2 12.0 9.9 9.4 8.0 6.8 5.9 5.1

RSA-K-14-50-B 10.4 9.3 7.5 7.0 6.3 5.3 4.5 3.8

RSA-K-16-50-B 8.0 7.1 5.6 5.3 4.9 4.0 3.3 2.7

RSA-K-18-50-B 6.1 5.3 3.9 3.6 3.3 3.0 2.3 1.8

RSA-K-20-50-B 4.4 3.7 2.9 2.8 2.7 2.1 1.5 1.1

RSA-K-25-50-B 1.3 0.7 1.0 0.5 NR NR NR NR

RSA-K-16-60-A 9.3 8.4 6.8 5.5 4.5 3.7 2.9 2.3

RSA-K-18-60-A 7.4 6.6 5.3 4.2 3.3 2.5 1.9 1.4

RSA-K-20-60-A 5.9 5.2 4.0 3.0 2.2 1.6 1.0 0.6

RSA-K-25-60-A 3.0 2.4 1.5 0.8 0.2 NR NR NR

RSA-K-18-60-C 16.5 15.0 12.4 10.4 8.7 7.4 6.2 5.2

RSA-K-20-60-C 13.8 12.5 10.3 8.5 7.0 5.8 4.8 4.0

RSA-K-25-60-C 9.0 8.0 6.3 4.9 3.8 2.9 2.1 1.5

RSA-K-30-60-C 5.6 4.8 3.5 2.4 1.5 0.8 NR NR

ASCE 7-05 wind map EPA Load Rating - 3 second gust wind speeds

Catalog Number 85 90 100 105 110 120 130 140 145 150

RSA-K-10-40-A 9.0 7.9 6.2 5.5 4.8 3.9 3.2 2.7 2.5 2.3

RSA-K-12-40-A 6.8 5.9 4.5 3.9 3.4 2.6 2.1 1.7 1.6 1.4

RSA-K-14-40-A 5.1 4.4 3.1 2.6 2.2 1.6 1.2 0.9 0.8 0.7

RSA-K-16-40-A 3.8 3.2 2.1 1.6 1.3 0.7 0.5 NR NR NR

RSA-K-18-40-A 2.7 2.1 1.2 0.8 NR NR NR NR NR NR

RSA-K-20-40-A 1.7 1.2 NR NR NR NR NR NR NR NR

RSA-K-10-40-B 13.7 12.1 9.6 8.6 7.7 6.3 5.3 4.5 4.2 3.9

RSA-K-12-40-B 10.7 9.4 7.3 6.5 5.7 4.6 3.8 3.2 3.0 2.7

RSA-K-14-40-B 8.4 7.3 5.6 4.9 4.2 3.3 2.7 2.2 2.0 1.9

RSA-K-16-40-B 6.6 5.8 4.2 3.6 3.0 2.2 1.8 1.4 1.3 1.1

RSA-K-18-40-B 5.1 4.3 3.0 2.4 2.0 1.3 1.0 0.7 0.6 0.5

RSA-K-20-40-B 3.8 3.1 2.0 1.5 1.1 0.5 NR NR NR NR

RSA-K-12-40-C 14.1 12.5 9.9 8.8 7.9 6.4 5.4 4.6 4.2 3.9

RSA-K-14-40-C 11.3 9.9 7.7 6.8 6.0 4.8 4.0 3.4 3.1 2.9

RSA-K-16-40-C 9.1 7.9 6.0 5.3 4.6 3.5 2.9 2.4 2.2 2.0

RSA-K-18-40-C 7.3 6.3 4.6 3.9 3.3 2.4 1.9 1.6 1.4 1.2

RSA-K-20-40-C 5.7 4.8 3.4 2.8 2.3 1.5 1.1 0.8 0.7 0.6

RSA-K-12-50-B 18.1 16.0 12.9 11.7 10.6 8.9 7.5 6.4 5.9 5.5

RSA-K-14-50-B 14.6 12.8 10.2 9.2 8.4 7.0 5.8 5.0 4.6 4.3

RSA-K-16-50-B 11.9 10.3 8.1 7.3 6.6 5.4 4.5 3.8 3.5 3.3

RSA-K-18-50-B 9.5 8.2 6.3 5.7 5.1 4.2 3.4 2.8 2.6 2.4

RSA-K-20-50-B 7.5 6.4 4.8 4.3 3.8 3.0 2.4 2.0 1.8 1.6

RSA-K-25-50-B 3.8 2.9 1.9 1.6 1.3 0.9 0.6 NR NR NR

RSA-K-16-60-A 11.9 10.6 8.4 7.6 6.9 5.7 4.7 4.0 3.7 3.4

RSA-K-18-60-A 9.5 8.4 6.7 6.0 5.4 4.4 3.6 3.0 2.8 2.5

RSA-K-20-60-A 7.5 6.5 5.1 4.6 4.1 3.3 2.7 2.2 2.0 1.8

RSA-K-25-60-A 3.6 3.1 2.2 1.9 1.6 1.1 0.8 0.5 NR NR

RSA-K-18-60-C 21.4 19.1 15.5 14.0 12.0 9.9 8.3 7.0 6.5 6.0

RSA-K-20-60-C 17.9 15.9 12.8 11.6 10.5 8.1 6.8 5.7 5.2 4.8

RSA-K-25-60-C 11.4 10.1 8.0 7.2 6.5 4.8 3.9 3.2 2.9 2.6

RSA-K-30-60-C 6.9 6.0 4.6 4.1 3.6 2.4 1.8 1.4 1.2 1.1

*PRINTED WITH PERMISSION FROM ASCE
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ALASKA REGION WIND MAP
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Wind-speed Website disclaimer:
Hubbell Lighting has no connection to the linked website and makes no representations as to its accuracy.  While the information presented on this third-party website provides a useful 
starting point for analyzing wind conditions,  Hubbell Lighting has not verified any of the information on this third party website and assumes no responsibility or liability for its accuracy. 
The material presented in the windspeed website should not be used or relied upon for any specific application without competent examination and verification of its accuracy, suitability 
and applicability by engineers or other licensed professionals. Hubbell Lighting Inc. does not intend that the use of this information replace the sound judgment of such competent 
professionals, having experience and knowledge in the field of practice, nor to substitute for the standard of care required of such professionals in interpreting and applying the results 
of the windspeed report provided by this website. Users of the information from this third party website assume all liability arising from such use. Use of the output of these referenced 
websites do not imply approval by the governing building code bodies responsible for building code approval and interpretation for the building site described by latitude/longitude 
location in the windspeed report. http://windspeed.atcouncil.org

NOTES

•  Allowable EPA, to determine max pole loading weight, multiply allowable EPA by 30 lbs.

•  The tables for allowable pole EPA are based on the ASCE 7-05 Wind Map or the Florida Region Wind Map for the 2010 Florida Building Code. The Wind Maps are intended only as a general guide and   
 cannot be used in conjunction with other maps. Always consult local authorities to determine maximum wind velocities, gusting and unique wind conditions for each specific application

• Allowable pole EPA for jobsite wind conditions must be equal to or greater than the total EPA for fixtures, arms, and accessories to be assembled to the pole. Responsibility lies with the specifier for   
 correct pole selection. Installation of poles without luminaires or attachment of any unauthorized accessories to poles is discouraged and shall void the manufacturer’s warranty

•  Wind speeds and listed EPAs are for ground mounted installations. Poles mounted on structures (such as bridges and buildings) must consider vibration and coefficient of height factors beyond this   
 general guide; Consult local and federal standards

•  Wind Induced Vibration brought on by steady, unidirectional winds and other unpredictable aerodynamic forces are not included in wind velocity ratings. Consult Hubbell Lighting’s Pole Vibration   
 Application Guide for environmental risk factors and design considerations. http://cdn.spauldinglighting.com/content/products/literature/literature_files/Pole_Wind_Induced_Flyer_HLOI0022.pdf

•  Extreme Wind Events like, Hurricanes, Typhoons, Cyclones, or Tornadoes may expose poles to flying debris, wind shear or other detrimental effects not included in wind velocity ratings

Due to our continued efforts to improve our products, product specifications are subject to change without notice.
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